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SPecificAtion MY500 Jet Printer

dot rAnge

dot rAnge – Solder PASte    

Minimum dot diameter (5) 0.33 mm (0.013”)

Maximum dot diameter 0.47 mm (0,019”)

Minimum dot volume (5) 5 nl

Maximum dot volume 15 nl

Single dot volume repeatability (5 nl dots) 12%

Single dot volume repeatability (15 nl dots) 8%

deposit volume repeatability, QfP100c (6) 4,0%

deposit volume repeatability, 0603 (6) 3,5%

Jet Printing SPeed And AccurAcY

Jet Printing SPeed And AccurAcY – Solder PASte

rated speed (cph equivalent) (1) 30 000 cph

reference board throughput (2) 28 000 cph

Single dot repeatability 3s (X, Y) (3) 54 µm

Single dot accuracy @ cpk=1.33 (X, Y) (3) 80 µm

deposit accuracy @ cpk=1.33 (X, Y) QfP100c (4) 33 µm

deposit accuracy @ cpk=1.33 (X, Y) 0603 (4) 40 µm

deposit repeatability 3s (X, Y) QfP100c (4) 19 µm

deposit repeatability 3s (X, Y) 0603 (4) 24 µm

(1) Keeps pace with a P&P machine rated at 30 000 cph. Application dependent.
(2) for reference board information, see page 4. 
(3) At default jetting height, 0.65 mm over the PcB.
(4) calculated value from single dot accuracy. 

SYSteM feAtureS MY500 Jet Printer

individual deposit programming – optimizing quality for every solder joint

Quick mode programming – automatch

Handling multi-level boards – editable jetting height

Automatic board stretch and board warpage compensation

Bad board mark handling

Automatic verification of paste type and due date

cAd / gerber import, all common formats

on-the-spot revisions

no stencils required

Automatic conveyor width adjustment

low paste waste

closed system for solder paste – clean process

operator independent quality

SYSteM feAtureS

(5) dot diameter and dot volume required for 0.4 mm QfP, 0.5 mm BgA and 0201 components.   
(6) calculated value from single dot repeatability.



oPtionAl feAtureS

SMt AdHeSive

reference board throughput (2) 36 500 cph

dot diameter range 0.43 - 0.54 mm (0.017”- 0.021”)

offline SoftwAre ModuleS (oPtionAl)

line automation – flowline

factory level programming software – MYcam

MYdAtA P&P interface – MYcam express

Advanced gerber import – MYcenter

inSPect And rePAir

inspection type Paste present

Active field of view 11 x 15 mm (0.43” x 0.59”)

inspection speed 200 mm2 / s

repair Auto / Manual

BoArd HAndling

MY500 BoArd HAndling

Maximum board size 508 x 508 mm (20” x 20”)

Minimum board size 70 x 50 mm (2.7” x 2”)

Board thickness range 0.4 - 6.0 mm (0.016”- 0.24”)

Board edge clearance, top 3 mm (0.12”)

Board edge clearance, bottom 4 mm (0.16”)

Bottom side clearance 20 mm (0.79”)

Max board warp / bow/ twist (7) +/- 2 mm (0.08”)

Max board weight 5 kg (11 lbs)

Board transport height conforms to SMeMA standard for conveyor height; height 
adjustable from 880-975 mm (34.6”- 38.4”)

operation mode inline, manual, inline odd-board, right-to-left, left-to-right

(7) +/- 0.4 % of PcB diagonal or 2 mm, whichever is lowest.   

SoftwAre



MAcHine weigHt

weight 2 000 kg (4 400 lbs)

MiScellAneouS

diMenSionS MY500 Jet Printer
in mm.
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inStAllAtion reQuireMentS

Power requirements Single phase Ac 1 700 vA

Power consumption 1 200 w

voltage 200 -240v +/-10%, 50/60 Hz, (100 -120v +/-10%, 50/60 Hz)

Air Supply 6 bar, 250 l/min

Ambient temperature +18°c to +30°c, 30-80% rH non condensing

reference BoArd
Panel of six PcBs. reference board throughput includes board transfer, 
fiducial search, height measurement and jet printing. 

component list

0201 65 pcs
0402 73 pcs
0603 12 pcs
Sot23 5 pcs
So14 1 pcs
So20 1 pcs
BgA49 1 pcs
QfP80 1 pcs

no. of pads 478

1218 1388

878

1235 1300

1799

Power connection

Air connection
Network connection

1489 1848

Micronic Mydata AB 
Po Box 3141
Se-183 03 täby
Sweden
visit: nytorpsvägen 9, täby
tel: +46 8 638 52 00
fax: +46 8 638 52 90

MYdAtA Asia
tel: +65 6281 7997
fax: +65 6281 7667
 
MYdAtA Benelux
tel: +31 402 62 06 67
fax: +31 402 62 06 68

MYdAtA china
tel: +86  21 6485 5389
fax: +86 21 6485 7208

MYdAtA france
tel: +33 1 6959 2434
fax: +33 1 6928 7100

MYdAtA germany
tel: +49 8102 749090
fax: +49 8102 749098

MYdAtA Japan
tel: +81 42 354 1334
fax: +81 42 354 1335

MYdAtA uK
tel: +44 1 202 723 585
fax: +44 1 202 723 269

MYdAtA uSA
tel: +1 978 948 6919
fax: +1 978 948 6915

www.mydata.com
info@mydata.com

Specifications are subject to change without notice. 
MYdAtA, MYdAtA automation and MY; MY100, MY100dX, MY100SX, MY100lX, MY500 and MYSynergy; t3, t4, t5 and t6; HYdrA Speedmount, Midas, iSic ; Agilis, Agilis linear Magazine (AlM), Agilis Stick Magazine (ASM), MYdAtA tray exchanger (teX), MYdAtA tape Magazine 
(tM), MYdAtA tray wagon Magazine (twM); MYdAtA Standard vision System (SvS), MYdAtA dual vision System (dvS), MYdAtA linescan vision System (lvS), MYdAtA HYdrA vision System (HvS); MYdAtA Assembly Process Management (APM) including; JPSys, tPSys, MYlabel, 
MYPlan, MYtrace, MYcam, flowline and cAd conversion are registered trademarks or trademarks of MYdAtA automation AB.  MYdAtA is iSo 9001:2008 certified.


